KLASIFIKACIJA

Grupé

Klasé
Pavadinimas
Gamintojas
Serija

Tipas

EAN

Gamintojo kodas

PARAMETRAI

Lizdas

Lempos galia [W]
Nominali jtampa [V]
Jtampos tipas

Nominali srové [mA]
Lempos forma

Spalviné temperatira [K]

Spalva

Spalvy atkdrimo koeficientas CRI

2023, R-lux, 11092

LED Spot PAR20 E27 DIM 7W
(50W) 560lm 830 40D IP65

LED lempa
11092

BAI BaiSpot LED PAR20 E27 7W (50W) 560lm 3000K 40D
Dimmable 230V-240V 62x78mm Only the cover is IP65
LED-lamp

The so-called LED spots from the BaiSpot series are
characterized by a much longer lifespan and significantly less
energy consumption than their halogen predecessors. Due to
the compact design, they are easily interchangeable. Spots
are mainly used to provide directed light from the ceiling or
wall. This version of the BaiSpot is dimmable. Use the correct
LED dimmer. IP65 front disc: suitable for outdoor use if the
lamp base is protected against contact with water. Ambient
temperature range: -20°C to +45°C.

Lempos

Sviesos diody lempos

LED Spot PAR20 E27 DIM 7W (50W) 560Im 830 40D IP65
BAI

BaiSpot LED MV

PAR20

8714681455135

145513

E27

7-7

220 - 240
AC

38-38
Reflektoriné
3000 - 3000
Balta

80-89
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Sviesos srautas [Im]

Sviesos intensyvumas [cd]

Spalviné temperatira pagal EN 12464-1

Spinduliavimo kampas [°]
Diametras [mm]

llgis [mm]

Energetinio efektyvumo klasé
Sidlelinio tipo leputés

Energijos sgnaudos 1000 h [kWh]
Vidutinis tarnavimo laikas [h]
Spalvos atitikimas (McAdamo elipsée)
Korpuso spalva

Apsaugos klasé (IP)
Reguliuojama

Paskirtis

Minimalus jjungimo cikly skai€ius
Fotobiologiné sauga pagal EN 62471
Galios faktorius

Valdymo galimybé

Stiklo gaubto tipas

Su nuotolinio valdymo pulteliu
Galimas IFTTT palaikymas
Suderinama su Amazon Alexa
Suderinama su Google Assistant

Suderinama su Apple HomeKit

Vardinis 8viesos srautas pagal IEC 62612 [Im]

2023, R-lux, 11092

560 - 560
833
Siltai balta maZiau nei 3300 K
40 - 40
62

78

F

Ne

7
15000
SDCM6
Balta
IP65
Taip
PAR20
15000
RG1
0.8

Ne
Skaidri
Ne

Ne

Ne

Ne

Ne

80
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