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OSR  CP62  EXE  PAR64  GX16d  230V  1000W  MFL  24°  3100K
300h 152.4x204mm Studio-, projection- and photo lamp

PAR  lamps  provide  a  robust  and  flexible  solution  for  a  wide
range  of  applications.  With  excellent  colour  rendering,  High
efficiency  combined  with  low  operating  costs,  robust  and
reliable,  UV  control,  easy  retrofit,  colour  consistent
throughout life, colour blends with halogen and fluorescent.

KLASIFIKACIJA

Grupė Lempos

Klasė Lempos studijoms, projekcinei ir fotografijos įrangai

Pavadinimas CP62 EXE PAR64 GX16d 230V 1000W MFL

Gamintojas OSRAM

Serija Sealed beam

Tipas PAR64

EAN 4062172359252

Gamintojo kodas 4062172359252

PARAMETRAI

Lizdas GX16d

Lempos galia [W] 1000

Lempos įtampa [V] 240 - 240

Spalvinė temperatūra [K] 3100

Šviesos intensyvumas [cd] 116000

Diametras [mm] 204

Bendras ilgis [mm] 152.4

Šviesos centro atstumas [mm] 102

ANSI Kita
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Eksploatacijos padėtis Bet koks(ia)

Technologija Halogenų
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