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OSR HTI GY22 29X135mm 95V 13.8V 1200W 5400K 750h SE
Clear Studio-, projection- and photo lamp

Product family benefits: Robust design with eXtreme Seal (XS)
technology on some types, allowing up to 450°C at the pinch
seal.  Consistent  lumen  output  over  the  life  of  the  lamp.
Higher  luminous  efficacy  than  conventional  HID  lamps
provides  higher  fixture  efficiency.  Product  family  features:
SHARXS© lamp family provides consistent lengths and bases
for simplified fixture designs. Lok-It!© lamp family provides a
special  base  design  that  allows  for  safe  and  easy,  """one
touch"""  lamp  replacement  from  the  back  of  the  fixture.
Areas  of  application:  Concert  lighting.  Club  &  Disco.  Stage
and  theatre.  Studio,  TV  and  film.  Architecture  &
Architainment.

KLASIFIKACIJA

Grupė Lempos

Klasė Lempos studijoms, projekcinei ir fotografijos įrangai

Pavadinimas HTI GY22 29X135 95V 13.8V 1200W Clear

Gamintojas OSRAM

Serija Entertainment

Tipas HTI 1200 W/SE XS

EAN 4050300371153

Gamintojo kodas 4050300371153

PARAMETRAI

Lizdas GY22

Lempos galia [W] 1200

Lempos įtampa [V] 95 - 95

Spalvinė temperatūra [K] 5400

Šviesos srautas [lm] 105000

Šviesos intensyvumas [cd] 0

Diametras [mm] 29

Reflektoriaus diametras 29
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Bendras ilgis [mm] 135

Siūlelio ilgis [mm] 0

Lanko ilgis [mm] 7

Siūlelio forma Nenurodyta

Šviesos centro atstumas [mm] 43000

Eksploatacijos padėtis Kita

Šalto spindulio Ne

Technologija Kita
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